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EU -- F 20x50 - EN 25x50 - ? SR - [ - 25x50 S‘
Bore x Stroke Blank: No magnet Bore x Stioke Blank: No magnet ) Bore x Stroke S: always with magnet
Blank: Basic type S: With magnet S: With magnet E‘ ;9:)' :');eci tryped 10'25\
K: No-Swivelling Piston Rod 10-32mm : Slide ixed type mm
SA: Single acting spring extend 10-32mm 0250mm
SB: Single acting spring return 0-200mm
0-50mm

EN: Equal to Asia TN
double-shaft cylinder

SR: Sliding cylinder
EU: Equal to SMC CU

free installation type

@ Cneundukams

T

Acting type Double piston Double Acting

@ Cneundmkaums Q Cneundukaumsa

Working medium Clean Air (25 filteration)

(X I CERN = = O == O O = - e
Working pressure (Bar) 1-9
Acting type Double Acting; Single acting: with spring return/with spring extend Acting type Double Acting
Working medium Clean Air (25 filteration) Guaranteed pressure (Bar) 135
CraEEEIEEmo ) 0 working pressure (Bar) 1-9 e ——— 0200
Working pressure (Bar) 7 Guaranteed pressure (Bar) 13.5 )
Working temperature (C 560 Working temperature (C) 5~70 Cushion type No Shock Absorber
CIDETEEE D) Speed range (mms) 100-500 Ol supply —
Cushion type Rubber cushion Adjusting stroke (mm) 10 Non-rotating accuracy +0.1° +0.5°
Port Si M5x0.8 G118 CUEIE e Adjustable cushion
orsize : Non-rotating accuracy 0.4° 0.3° Port Size M5x0.8 G1/8

Port Size M5x0.8 G1/8
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EMQ-B - - - s
“ Bore A: with adjustable ‘
BiBasic type 1&2(‘,0 angle screw S: always with magnet
MM Rowith shock
absorber

EMQ: Equal to SMC MSQ type

GB Cneupdpukaumsa
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Acting type Double Acting
Working medium Clean Air (25 fiteration)
Maxworking  With adjustable angle screw 10
pressure (Bar) With shock absorber 6
Min.working pressure (Bar) 1
Working temperature ('C) 0~60
Cushion type Rubber cushi shock
Allowed With adjustable angle screw 0.007J 0.025) 0.048J 0.081J 0.24J 0.32J 0.56J
Power With shock absorber 0.039J 0.116J 0.294 1.1 1.6J 2.9
Angle adjustable Range 0-190°
Max. Rotation Angle 190°
Piston Diameter 15 18 21 25 28 32 40
Port Size M5x0.8 G1/8





