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E2
micro | mini | E2/000

5.1

System

Allrounder - e-chains®

and e-tubes micro...
mini...medium sizes
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hi

hi

E2 micro - Two-piece e-chains®

snap-open along outer radius

E2 micro - One-piece e-chains®

snap-open along inner radius

E2 mini - Two-piece e-chains®

snap-open along inner radius

E2 mini - Two-piece e-chains®

snap-open along outer radius

E2 micro - One-piece e-chains®

non snap-open 

E2 mini - One-piece e-chains®

non snap-open 

E2 mini - One-piece e-chains®

snap-open along inner radius

5.2

E2 micro - for smallest spaces, from page 5.4
Perfect to use for short travels and unsupported applications
● e-chains® for limited space conditions 
● One- and two-piece e-chains® available
● Smallest inner heights and bending radii
● Very lightweight, easy to assemble and cost-efficient
● Mounting brackets with or without strain relief option available
● Inner widths Bi: 5 - 64 mm, inner heights hi: 5 - 15 mm
● Bending radii R: 10 - 48 mm

E2 mini - small and medium sizes, from page 5.72
Perfect to use for short travels and unsupported applications
● Small pitch for smooth running 
● One- and two-piece e-chains® available
● Smallest inner heights and bending radii
● Very lightweight, easy to assemble and cost-efficient
● Mounting brackets with or without strain relief option available
● Inner widths Bi: 15 - 100 mm, inner heights hi: 17 - 41 mm
● Bending radii R: 28 - 180 mm

System E2 micro and E2 mini Smallest and small sizes

More information on material properties page 1.38
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hi

E2/000 - Two-piece e-chains®

snap-open along outer radius

E2/000 - Two-piece, "half" e-tubes

snap-open along inner radius

E2/000 - Two-piece, fully enclosed

e-tubes snap-open along inner radius

E2/000 - Two-piece e-chains®

snap-open along inner radius

5.3

System E2/000 Medium sizes

System E2/000 - The E2 Standard, from page 5.132
Available as e-chain®, half and fully 
enclosed e-tube, combinable variations
● Open crossbar left or right quickly with screwdriver 

or the igus® e-chain® opener
● Lightning fast with thumb catch - secure fit 

without additional locking devices
● Excellent mechanical stability, long life 

due to design and material
● Very easy to assemble and cost-efficient 

due to the 2-piece design
● Suitable for long (gliding) travels and unsupported applications
● Extender crossbars for a large increase of the interior height

and for the smooth guiding of hoses
● Many accessories are available
● Inner widths Bi: 15 - 250 mm, inner heights hi: 21 - 45 mm
● Bending radii R: 35 - 300 mm
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5.4

Smallest inner heights, 
smallest bending radii
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5.5

E2 micro
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5 mm

5.6

E2 micro e-chains®- 
Smallest inner heights
and bending radii
E2 micro are very small, one-piece or two-
piece (B07/B09) , lightweight e-chains® ideal
for high dynamic applications. E2 micro e-
chains® are very cost effective and available
in thousands of variations. igus® also offers
a host of accessories and fixation options.
"Upgrades" to openable versions are avai-
lable for many types. In these cases they
are interchangeable and offer more services
as repair kits or new installations.

Typical industries and applications
● Models (micro e-chains®)
● Automatic doors
● Vehicles
● Measuring machines
● Electric equipment
● Handlings
● Pick and place robots
● General machinery

UL94 - V2 classifications - for Series 

03, 074, 094 (others upon request)

Smallest inner height 5 mm: 

Series 03 E2 micro

42 dB(A) tested in igus® lab, v = 1,0 m/s

unsupported, Series 06.10.038.0

Special equipment: Electrically conductive 

ESD/ATEX version upon request

Cleanroom test 

upon request 

iF-Design Award - 

for E2 micro - Series 05

05)-D-EU-MIC -MIN -MED-®  26.07.2011  15:49 Uhr  Seite 5.6



5.7

Sliding door in train - UL 94-V2 version Sliding door in subway with igus®

chainflex® CF9 cable for smallest spaces

Contents, selection table and assembly instructions next page

igus® E2 micro e-chains® are robust for standing applications
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hi [mm] Bi [mm] Ba [mm] ha [mm] R [mm]

03 5,0 5 - 10 8,7 - 13,7 8,0 10 - 28 0,40 5.12
04 7,0 7 - 30 12,0 - 35,0 10,0 15 - 48 0,50 5.18
045 10,3 6 - 64 12,0 - 70,0 12,5 18 - 38 0,50 5.24
05 10,0 6 - 64 10,0 - 68,0 12,0 18 - 38 0,55 5.30
06 10,5 6 - 64 12,5 - 71,0 15,0 18 - 38 0,60 5.36
08 15,0 10 - 50 18,2 - 58,2 19,3 25 - 48 1,00 5.60

074 10,9 10 18,2 15,0 28 0,55 5.48
094 15 10 18,2 19,3 28 1,00 5.54

B07 10,3 16 - 40 22,5 - 47,0 15,0 18 - 38 0,55 5.42
B09 14,3 16 - 40 24,2 - 48,2 19,3 28 - 48 1,00 5.66

5.8

NEW
NEW

E2 micro -
One-piece e-chains®

One-piece, non snap-open 

E2 micro -
One-piece e-chains®

Snap-open along inner 
radius with film-hinge

E2 micro -
Two-piece e-chains®

Snap-open along 
outer radius

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

Part No. of e-chain® links as single parts page 5.11

Technical Data overview page 5.10

E2 micro Contents Selection Table

Series Inner height Inner width Outer width Outer height Bending radius Unsupported Page

length max. [m]
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5.9

21

43

B07 16, 20, 30, 40 908.765

B09 16, 20, 30, 40 908.765

NEW in this catalog 

Open e-chains® in a flash with
the new e-chain® opener
The opening of the e-chain® links at high speeds
saves significant installation time. Open a long
piece of e-chain® in one go. It's the ideal tool for
your own mounting or assembly lines to minimize
processing time significantly.

Assembly video available online at www.igus.de/en/video

Twist and click Twist and separate

Speciality: E2 micro e-chains® - for smallest
bending radii with chainflex® cables

Speciality two-piece e-chains®: B07 and B09
snap-open along outer radius. Series 074 and
094 snap-open along inner radius

E2 micro Assembly instructions

Series Width Bi [mm] Part No.

Product range: e-chain® opener

05)-D-EU-MIC -MIN -MED-®  26.07.2011  15:49 Uhr  Seite 5.9



E2 micro

5.10

03 ≤ 0,40 m

04 ≤ 0,50 m

045 ≤ 0,50 m

05 ≤ 0,55 m

06 ≤ 0,60 m

B07 ≤ 0,55 m

074 ≤ 0,55 m

094 ≤ 1,00 m

08 ≤ 1,00 m

B09 ≤ 1,00 m

FLG

FLB

upon request upon request upon request with rework upon request

upon request upon request upon request with rework upon request

upon request upon request upon request with rework upon request

upon request upon request upon request with rework upon request

upon request upon request upon request with rework upon request

upon request upon request upon request with rework upon request

NEW in this catalog upon request upon request upon request with rework upon request

NEW in this catalog upon request upon request upon request with rework upon request

upon request upon request upon request with rework upon request

upon request upon request upon request with rework upon request

Vertical 
hanging

Vertical 
standing

Side mounted 
unsupported

Unsupported 
application

e-chain®

Series
Zig-zag 
application

Rotary
application

3D-CAD files, configurators, PDF www.igus.de/en/E2micro

Installation methods overview, maximum travels - System E2 micro 

Gliding speed / acceleration (maximum) max. 3 [m/s] / max. 10 [m/s2]

Speed / acceleration FLG max. max. 20 [m/s] / max. 200 [m/s2]

Speed / acceleration FLB max. max. 3 [m/s] / max. 6 [m/s2]

Material - permitted temperature °C igumid G / -40° up to +120° C

Material - permitted temperature °C (only Series 03, 074, 094) igumid NB / -40° up to +80° C

Flammability class, igumid G VDE 0304 IIC UL94 HB

FLG = with straight upper run FLB = with permitted sag

E2 micro Technical Data Overview

Technical Data - System E2 micro 

05)-D-EU-MIC -MIN -MED-®  26.07.2011  15:49 Uhr  Seite 5.10



E2 micro

5.11

B07 090.Bi B07.Bi 00.R

B09 090.Bi B09.Bi 00.R

074

094

03

04

045

05

06

08

B07
B09

074
094

03 045 05 08
04 05 06

One-piece design

Crossbar with
film-hinge

e-chain® One-piece Crossbar with

Series e-chain® link film-hinge

one-piece design snap-open

one-piece design snap-open

One-piece design, snap-open along inner radius

One-piece design, non snap-open

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

* Crossbar: supplement Part No. with required width index (Bi) Example: 090.10

** Lower parts: supplement Part No. with required width index (Bi) + 00 and radius (R) Example: B07.1000.10

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

e-chain® e-chain® e-chain®

Series Crossbar* Lower parts**

e-chain® One-piece

Series e-chain® link

one-piece design, non snap-open

one-piece design, non snap-open

one-piece design, non snap-open

one-piece design, non snap-open

one-piece design, non snap-open

one-piece design, non snap-open

Two-piece, snap-open along outer radius

Part No. one- and two-piece e-chain® links as single parts - System E2 micro 

E2 micro e-chain® links as single parts Overview 

Crossbar

Lower part

Two-piece

One-piece design

Non-open
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5.12

503
P

ho
to

 n
ot

 1
:1

3D-CAD files, configurators, PDF www.igus.de/en/03

E2 micro Series 03 Introduction

Smallest Spaces

When to use the Series 03 E2 micro:
Smallest igus® e-chain® -
Inner dimensions: 5 x 5 mm
If a very small e-chain® with 
5,0 mm Inner height and smallest
bending radii are required
For inner widths up to 10 mm 
For unsupported lengths up to 0,40 m 
and fill weights up to 0,24 kg/m
If a lightweight and price-effective 
e-chain® is required
If a one-piece, non snap-open 
e-chain® is required

When to use a different igus® Series:
If snap-open links are required
Series 047 zipper, page 4.8
If quick insertion of cables with 
preassembled connectors is required
Series E03 easy chain®, page 3.6

Very lightweight, 
low price

Dirt-repellent 
exterior

"Push-button principle" 
for better stability

Original size 1:1
Outer height 8 mm

One-piece design, 
non snap-open

Mounting bracket
with integrated

strain relief

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

8 mm
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0.25

0
0.25 1.000 0.75

0.50

0.75

1.00

0.50 1.00 2.000 1.50

0.50

FLG

FLB

14
10

H

H
 -

 8

8

R

D S/2

S

17

H
F 

=
 H

 +
 5

FLG

FLB

H

H
F

S (FLG)

S (FLB)

R 010 012 015 018 028

H 28 32 38 44 64

D 29 31 34 37 47

K 55 60 70 80 110

5.13

03

Moving end

Fixed end

F
ill

 w
ei

g
ht

 [k
g

/m
]

Unsupported length FLG / FLB [m]

Length of travel S [m]

Example

Fill weight = 0,24 [kg/m]

Unsupported length FLB = 0,3 m

Length of travel = 0,6 m

The required clearance height: HF = H + 5 mm (with 0,1 kg/m fill weight)

Unsupported e-chains® feature positive

camber over short travels. This must be

accounted for when specifying the

clearance height HF. Please consult igus®

if space is particularly restricted. More

information Design, page 1.8

Unsupported 
applications

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

E2 micro Series 03 Dimensions Unsupported

Pitch = 10 mm/link 
Links/m = 100 (1000 mm)
Chain length= S/2 + K

FLG = with straight upper run
FLB = with permitted sag

S = Length of travel
R = Bending radius

H = Nominal clearance height
HF = Required clearance height

D = Overlength e-chain®, radius in final position
K = π • R + "safety"

Speed, material, temperature and

flammability class page 5.10

Technical 
Data
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5.14

Ba
Bi

3,5
max.

5 8

03. 05. 028. 0 

≈ 0,04

≈ 0,05

≈ 0,06

03.

03.

03.

05

07

10

.R.0

.R.0

.R.0

Ba
[mm]

Bi
[mm]

8,7

10,7

13,7

5

7

10

| 010 | 012 | 015 | 018 | 028 |

| 010 | 012 | 015 | 018 | 028 |

| 010 | 012 | 015 | 018 | 028 |

03

Weight 
[kg/m]

non snap-open R Bending radii
[mm]

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

Order key

03.05.028.0 = non snap-open e-chain®, Bi 5 mm inner width, R 028 mm radius, color black

More order examples and configuration options page 5.16

Standard e-chains® available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

E2 micro Series 03 Product Range Standard

Series 03 | One-piece, non snap-open e-chain®

3D-CAD files, configurators, PDF www.igus.de/en/03

Supplement Part No. with required radius (R). Example: 03.05.028.0
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5.15

03

ø 3+0.1

6

ø 3+0.1

A2 A4

A

3

14
4

14
4

60°
23°

.05.

.07.

.10.

03.05. 12Z

03.07. 12Z

03.10. 12Z

03.05. 1Z A2

03.05. 2Z A2

03.05. 12Z A2

03...1Z 03...2Z

8,7

10,7

13,7

A…must be indicated
on preassembled 
configurations

Possible installation conditions: 
For the preassembled mode 
please add index A2 or A4

e.g. 03.05.1ZA2

Part No. structure

Mounting bracket Adapter plate

Part No. 03.10.QF

E2 micro Series 03 Mounting brackets

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

Full set = 12Z

Mounting brackets for
selected width index

Width

Index

Dim. A
[mm]

Part No.

full set

Single-part order

Mounting bracket Moving end

(preassembled)

Mounting bracket Fixed end

(preassembled)

Polymer pivoting, one-piece | Universal for e-chains®

Recommended for unsupported applications

One-piece mounting bracket

With integrated strain relief

Corrosion-resistant

Adapter plate for rapid installation

Moving end 

Fixed end

Moving end Fixed end

Adapter plate for rapid installation: for all sizes of Part No. 03.10.QF

The adapter has broken edges so that it can be adapted to the respective chain width.

It is not absolutely necessary when attaching the mounting brackets. The mounting

brackets can also be screwed on without the adapter plate. 

Additional Features

05)-D-EU-MIC -MIN -MED-®  26.07.2011  15:49 Uhr  Seite 5.15



03.05.028.0

03.05.12Z

03.05.028.0

5.16

03

03.05.R.0 03.05.R1/R2.0 03.05.R.0.ESD

3D-CAD files, configurators, PDF www.igus.de/en/03

Black e-chains® from stock!
*Colored e-chains® delivered in 15 work days (Delivery in 5
work days at an express surcharge, available upon request!)

Color Order index

black .0 from stock!

white* .1

violet* .5

yellow* .4

orange* .2

red* .6

blue* .8

Color Order index

green* .7

grey* .3 for e-chains®

dusty grey* .3 for e-tubes

agate grey* .11

light grey* .14

black grey* .13 

yellow/black* .9

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

Color options for e-chains® and e-tubesOrder key 

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

Order example for complete e-chain® (1,0 m), 
color black, with mounting brackets:

e-chain® (1,0 m) Please indicate e-chain® length or number of links: 1,0 m or 100 links

+ Mounting brackets 1 set (with integrated strain relief) 

Order text: 1,0 m 03.05.028.0 + 03.05.12Z

E2 micro Series 03 Options and order key

Delivery time 
24h or today!*

Standard

Part No.

Standard

e-chains®

Delivery time 
10 work days

Delivery time 
5 work days

Reverse bending
radius for circular
movements

ATEX / ESD 
classified e-chains®

II 2 GD

Part No.

RBR

e-chains®

Part No.

ESD-Material

e-chains®

(2-5 work days with 
express surcharge)

Order example | Order key and color options 
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5.17

03

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

E2 micro Series 03 Application example

Series 03 - Limited installation space for the smallest, dirt-repellent igus® e-chain®. spray-painting robot shown here
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5.18

704

10 mm

Original size 1:1
Outer height 10 mm

P
ho

to
 n

ot
 1

:1

3D-CAD files, configurators, PDF www.igus.de/en/04

E2 micro Series 04 Introduction

Low Weight

When to use the Series 04 E2 micro:
Small igus® e-chain® -
interior dimensions 7 x 7 mm
If a small e-chain® with an inner height 
of 7,0 mm and small bending radii 
are required
For inner widths up to 30 mm 
For unsupported lengths up to 0,50 m 
and fill weights up to 0,35 kg/m
If a lightweight and price-effective 
e-chain® is required
If a one-piece, non snap-open 
e-chain® is required

When to use a different igus® Series:
If snap-open links are required
Series 047 zipper, page 4.8
If quick insertion of cables with 
preassembled connectors is required
Series E04 easy chain®, page 3.10

Very lightweight,
low price

Dirt-repellent 
exterior

One-piece design, 
non snap-open

Mounting bracket
with strain 

relief option

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods
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0.25

0
0.25 1.000 0.75

0.50

0.75

1.00

0.50 1.00 2.000 1.50

0.50

FLG

FLB

21
16,7

H
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D S/2

S
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=
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19

FLG

FLB

H

H
F

S (FLG)

S (FLB)

R 015 018 028 038 048

H 40 46 66 86 106

D 45 48 58 68 78

K 85 90 125 155 185

5.19

04

Moving end

Fixed end

F
ill

 w
ei

g
ht

 [k
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/m
]

Unsupported length FLG / FLB [m]

Length of travel S [m]

Example

Fill weight = 0,35 [kg/m]

Unsupported length FLB = 0,4 m

Length of travel = 0,8 m

The required clearance height: HF = H + 5 mm (with 0,1 kg/m fill weight)

Unsupported e-chains® feature positive

camber over short travels. This must be

accounted for when specifying the

clearance height HF. Please consult igus®

if space is particularly restricted. More

information Design, page 1.8

Unsupported 
applications

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

E2 micro Series 04 Dimensions Unsupported

Pitch = 16,7 mm/link 
Links/m = 60 (1002 mm)
Chain length= S/2 + K

Speed, material, temperature and

flammability class page 5.10

Technical 
Data

FLG = with straight upper run
FLB = with permitted sag

S = Length of travel
R = Bending radius

H = Nominal clearance height
HF = Required clearance height

D = Overlength e-chain®, radius in final position
K = π • R + "safety"
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5.20

Ba
Bi

5,0
max.

7 10

04. 10. 028. 0 

04

≈ 0,07

≈ 0,08

≈ 0,09

≈ 0,10

≈ 0,11

04.

04.

04.

04.

04.

07

10

16

20

30

.R.0

.R.0

.R.0

.R.0

.R.0

Ba
[mm]

Bi
[mm]

12

15

21

25

35

7

10

16

20

30

| 015 | 018 | 028 | 038 | 048 |

| 015 | 018 | 028 | 038 | 048 |

| 015 | 018 | 028 | 038 | 048 |

| 015 | 018 | 028 | 038 | 048 |

| 015 | 018 | 028 | 038 | 048 |

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

Order key

04.10.028.0 = non snap-open e-chain®, Bi 10 mm inner width, R 028 mm radius, color black

More order examples and configuration options page 5.22

Standard e-chains® available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

E2 micro Series 04 Product Range Standard

Series 04 | One-piece, non snap-open e-chain®

3D-CAD files, configurators, PDF www.igus.de/en/04

Supplement Part No. with required radius (R). Example: 04.10.028.0

Weight 
[kg/m]

non snap-open R Bending radii
[mm]
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5.21

.07.

.10.

.16.

.20.

.30.

1

1

2

2

3

040.07.12PZ

040.10.12PZ

040.16.12PZ

040.20.12PZ

040.30.12PZ

040.07.12

040.10.12

040.16.12

040.20.12

040.30.12

040.10.1 PZ A2

040.10.2PZ A2

040.10.12 PZ A2

–

–

–

–

22

12

15

21

25

35

–

–

10

10

20

04

17 4

8

4

CB

ø 3

17 15

17 44

C

ø 3

17 15

A

B

040.07 - 040.20

040.30

12,5°

20°

040...1(PZ) 040...2(PZ)

A2 A4
Possible installation conditions: 
For the preassembled mode 
please add index A2 or A4

e.g. 040.10.12 PZ A2

Moving end 

Fixed end

Moving end Fixed end

With integrated strain
relief tiewrap plates

Mounting brackets for
selected width index

A…must be indicated
on preassembled 
configurations

Full set = 12

Single-part order

Mounting bracket Moving end

(preass. + tiewrap plate)

Mounting bracket Fixed end

(preass. + tiewrap plate)

Part No. structure

Quickfix - mounting bracket with dowel,

available upon request

Quicksnap - the complete, detachable

mounting unit. Part Nos. 040.07.QS

available from stock

Additional Features

Width

Index

Number

of teeth

Dim. A
[mm]

Dim. B
[mm]

Dim. C
[mm]

Part No.

full set with

tiewrap plates

Part No. full 

set without

tiewrap plates

Strain relief, e.g. clamps, tiewrap plates, nuggets and plug-in clips are available 
from stock. The complete chainfix range with order options from page 10.1

One-piece mounting bracket

Available with or without 

strain relief tiewrap plates

Corrosion-resistant

Inner and outer attachment possible

Various installation options on the 

fixed end and/or the moving end

E2 micro Series 04 Mounting brackets

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

Polymer pivoting, one-piece | Universal for e-chains®

Recommended for unsupported applications
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04.10.028.0

040.10.12PZ

04.10.028.0

5.22

04

04.10.R.0 04.10.R1/R2.0 04.10.R.0.ESD 

Delivery time 
24h or today!*

Standard

Part No.

Standard

e-chains®

Delivery time 
10 work days

Delivery time 
5 work days

Reverse bending
radius for circular
movements

ATEX / ESD 
classified e-chains®

II 2 GD

Part No.

RBR

e-chains®

Part No.

ESD-Material

e-chains®

(2-5 work days with 
express surcharge)

3D-CAD files, configurators, PDF www.igus.de/en/04

Black e-chains® from stock!
*Colored e-chains® delivered in 15 work days (Delivery in 5
work days at an express surcharge, available upon request!

Color Order index

black .0 from stock!

white* .1

violet* .5

yellow* .4

orange* .2

red* .6

blue* .8

Color Order index

green* .7

grey* .3 for e-chains®

dusty grey* .3 for e-tubes

agate grey* .11

light grey* .14

black grey* .13 

yellow/black* .9

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

Color options for e-chains® and e-tubesOrder key 

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

Order example for complete e-chain® (1,0 m), 
color black, with mounting brackets:

e-chain® (1,0 m) Please indicate e-chain® length or number of links: 1,0 m or 60 links

+ Mounting brackets 1 set (with integrated strain relief) 

Order text: 1,0 m 04.10.028.0 + 040.10.12PZ

E2 micro Series 04 Options and order key

Order example | Order key and color options 
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04

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

E2 micro Series 04 Application example

To generate energy for the use of radio, light and a GPS system, etc. on board of a sailing ship a walk-in solar cell 

with controller was used . E2 micro e-chain® of Series 04 was used for installation of solar cell
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10,3045

12,5 mm

Series 046 with molded-in 

separator available.

More information page 5.26

3D-CAD files, configurators, PDF www.igus.de/en/045

E2 micro Series 045 Introduction

Small pitch, smooth running 

When to use the Series 045 E2 micro:
If a small e-chain® with an inner height 
of 10,3 mm and small pitch is required
For inner widths up to 64 mm 
For unsupported lengths up to 0,50 m 
and fill weights up to 0,25 kg/m
Small pitch for smooth running 
For very lightweight applications - 
recommended for low inertia applications 
If a one-piece, non snap-open 
e-chain® is required

When to use a different igus® Series:
If snap-open links are required
Series 047 zipper, page 4.8
If quick insertion of cables with 
preassembled connectors is required
Series E06 easy chain®, page 3.20
If extra torsional rigidity is required
Series 06 E2 micro, page 5.36

Very lightweight,
low price

Dirt-repellent 
exterior

One-piece design, 
non snap-open

Mounting bracket
with strain 

relief option

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

Small pitch for
smooth running

Original size 1:1
Outer height 12,5 mm

P
ho

to
 n

ot
 1

:1
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Unsupported length FLG / FLB [m]

Length of travel S [m]

Example

Fill weight = 0,25 [kg/m]

Unsupp. length FLB = 0,375 m

Length of travel = 0,75 m

The required clearance height: HF = H + 10 mm (with 0,2 kg/m fill weight)

Unsupported e-chains® feature positive

camber over short travels. This must be

accounted for when specifying the

clearance height HF. Please consult igus®

if space is particularly restricted. More

information Design, page 1.8

Unsupported 
applications

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

E2 micro Series 045 Dimensions Unsupported

Pitch = 13 mm/link 
Links/m = 77 (1001 mm)
Chain length= S/2 + K

Speed, material, temperature and

flammability class page 5.10

Technical 
Data

FLG = with straight upper run
FLB = with permitted sag

S = Length of travel
R = Bending radius

H = Nominal clearance height
HF = Required clearance height

D = Overlength e-chain®, radius in final position
K = π • R + "safety"
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5.26

Ba
Bi

8,0
max. 10

,3

12
,5

045. 10. 028. 0 

045

≈ 0,09

≈ 0,10

≈ 0,11

≈ 0,13

≈ 0,16

≈ 0,19

045.

045.

045.

045.

045.

045.

06
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64

.R.0

.R.0

.R.0

.R.0

.R.0

.R.0

Ba
[mm]

Bi
[mm]

12

16

22

26

36

70

6

10

16

20

30

64

| 018 | 028 | 038 |

| 018 | 028 | 038 |

| 018 | 028 | 038 |

| 018 | 028 | 038 |

| 018 | 028 | 038 |

| 018 | 028 | 038 |

046. ≈ 0,1416 .R.0

Ba
[mm]

Bi
[mm]

2216 | 018 | 028 | 038 | 4,64,6

Ba
Bi

A
B

More widths upon request. Delivery time approx. 6-8 weeks after order.

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

Order key

045.10.028.0 = non snap-open e-chain®, Bi 10 mm inner width, R 028 mm radius, color black

More order examples and configuration options page 5.28

Standard e-chains® available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

E2 micro Series 045 Product Range Standard

Series 045 | One-piece, non snap-open e-chain®

3D-CAD files, configurators, PDF www.igus.de/en/045

Supplement Part No. with required radius (R). Example: 045.10.028.0

Weight 
[kg/m]

non snap-open R Bending radii
[mm]

Weight 
[kg/m]

R Bending radii
[mm]

non snap-open Dim. B 
[mm]

Dim. A 
[mm]

Series 046 | Optional | With molded-in separation

Supplement Part No. with required radius (R). Example: 046.16.028.0
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.06.
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1
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0450.06.12PZ
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0450.16.12PZ

0450.20.12PZ

0450.30.12PZ

0450.64.12PZ

0450.06.12

0450.10.12

0450.16.12

0450.20.12

0450.30.12

0450.64.12

0450.10.1 PZ A2

0450.10.2PZ A2

0450.10.12 PZ A2

–

–

–

–

22

56

12

16
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26

36

70

–

–

10
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50

045

18,25 4

8

4

CB

6/90°ø 3

17 18,25

18,25 44

ø 3

17 18,25

B

6/90°
A

0450.06 - 0450.20

 0450.30 - 0450.64

C

30°

0450...1(PZ) 0450...2(PZ)

A2 A4

Moving end 

Fixed end

Moving end Fixed end

With integrated strain
relief tiewrap plates

A…must be indicated
on preassembled 
configurations

Full set = 12

Mounting brackets for
selected width index

Width

Index

Number

of teeth

Dim. A
[mm]

Dim. B
[mm]

Dim. C
[mm]

Part No.

full set with

tiewrap plates

Part No. full 

set without

tiewrap plates

Strain relief e.g. clamps, tiewrap plates, nuggets and plug-in clips are available 
from stock. The complete chainfix range with order options from page 10.1

Single-part order

Mounting bracket Moving end

(preass. + tiewrap plate)

Mounting bracket Fixed end

(preass. + tiewrap plate)

Part No. structure

One-piece mounting bracket

Available with or without 

strain relief tiewrap plates

Corrosion-resistant

Inner and outer attachment possible

Various installation options on the 

fixed end and/or the moving end

Mounting bracket with strain relief tiewrap plate has reductions of ø 3 mm / ø 6 mm, 90°. 

Mounting bracket without strain relief tiewrap plate only has holes of ø 3 mm. 

E2 micro Series 045 Mounting brackets

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

Possible installation conditions: 
For the preassembled mode 
please add index A2 or A4

e.g. 045.10.1ZA2

Polymer one-piece, one side pivoting | Universal for e-chains®

Recommended for unsupported applications
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045.10.028.0

0450.10.12PZ

045.10.028.0

5.28

045

045.10.R.0 045.10.R1/R2.0 045.10.R.0.ESD 

Delivery time 
24h or today!*

Standard

Part No.

Standard

e-chains®

Delivery time 
10 work days

Delivery time 
5 work days

Reverse bending
radius for circular
movements

ATEX / ESD 
classified e-chains®

II 2 GD

Part No.

RBR

e-chains®

Part No.

ESD-Material

e-chains®

Color Order index

black .0 from stock!

white* .1

violet* .5

yellow* .4

orange* .2

red* .6

blue* .8

Color Order index

green* .7

grey* .3 for e-chains®

dusty grey* .3 for e-tubes

agate grey* .11

light grey* .14

black grey* .13 

yellow/black* .9

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

3D-CAD files, configurators, PDF www.igus.de/en/045

Black e-chains® from stock!
*Colored e-chains® delivered in 15 work days (Delivery in 5
work days at an express surcharge, available upon request!

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

Color options for e-chains® and e-tubesOrder key 

Order example for complete e-chain® (1,0 m), 
color black, with mounting brackets:

e-chain® (1,0 m) Please indicate e-chain® length or number of links: 1,0 m or 77 links

+ Mounting brackets 1 set (with integrated strain relief) 

Order text: 1,0 m 045.10.028.0 + 0450.10.12PZ

E2 micro Series 045 Options and order key

Order example | Order key and color options 

(2-5 work days at an 
express surcharge)
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045E2 micro Series 045 Application example

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

E2 micro e-chain® space saving "ZigZag" design in this mobile operating table
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5.30

1005

12 mm

P
ho

to
 n

ot
 1

:1

3D-CAD files, configurators, PDF www.igus.de/en/05

E2 micro Series 05 Introduction

Low weight, high dynamic

When to use the Series 05 E2 micro:
If a small e-chain® with an inner height 
of 10 mm and small bending radii 
are required
For inner widths up to 64 mm 
For unsupported lengths up to 0,55 m 
and fill weights up to 0,35 kg/m
For very lightweight applications - 
recommended for low inertia applications
If a one-piece, non snap-open 
e-chain® is required

When to use a different igus® Series:
If snap-open links are required
Series 07 zipper, page 4.14
If quick insertion of cables with 
preassembled connectors is required
Series E06 easy chain®, page 3.20
If extra torsional rigidity is required
Series 06 E2 micro, page 5.36

One-piece design, 
non snap-open

iF-Design Award

Dirt-repellent 
exterior

Very lightweight, 
low price

One-piece
mounting bracket 

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

Original size 1:1
Outer height 12 mm
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05
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]

Unsupported length FLG / FLB [m]

Length of travel S [m]

Example

Fill weight = 0,25 [kg/m]

Unsupported length FLB = 0,4 m

Length of travel = 0,8 m

The required clearance height: HF = H + 10 mm (with 0,2 kg/m fill weight)

Unsupported e-chains® feature positive

camber over short travels. This must be

accounted for when specifying the

clearance height HF. Please consult igus®

if space is particularly restricted. More

information Design, page 1.8

Unsupported 
applications

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

E2 micro Series 05 Dimensions Unsupported

Pitch = 20 mm/link 
Links/m = 50 (1000 mm)
Chain length= S/2 + K

Speed, material, temperature and

flammability class page 5.10

Technical 
Data

FLG = with straight upper run
FLB = with permitted sag

S = Length of travel
R = Bending radius

H = Nominal clearance height
HF = Required clearance height

D = Overlength e-chain®, radius in final position
K = π • R + "safety"
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05. 10. 028. 0 

05

Weight 
[kg/m]

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

Order key

R Bending radii
[mm]

non snap-open

05.10.028.0 = non snap-open e-chain®, Bi 10 mm inner width, R 028 mm radius, color black

More order examples and configuration options page 5.34

Standard e-chains® available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

E2 micro Series 05 Product Range Standard

Series 05 | One-piece, non snap-open e-chain®

3D-CAD files, configurators, PDF www.igus.de/en/05

Supplement Part No. with required radius (R). Example: 05.10.028.0
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A1 A3A2 A4

.06.
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.16.

.20.

.30.

.64.

050.06.12

050.10.12

050.16.12

050.20.12

050.30.12

050.64.12

050.10.1 PZ A1

050.10.2PZ A1

050.10.12 A1

–

–

–

–

22

56

10,7

14,7

20,7

24,7

34,7

68,7

05

3AB

10 8 4

A B

1084

t = 1 t = 1

90°

45°

90°

050...1 050...2)

Moving end 

Fixed end

Moving end Fixed end

050.06.12 - 050.20.12: center bores only

050.30.12 - 050.64.12: outer bores only

A…must be indicated
on preassembled 
configurations

Full set = 12
Mounting brackets for
selected width index

Single-part order

Mounting bracket Moving end

(preassembled)

Mounting bracket Fixed end

(preassembled)

Part No. structure

Width

Index

Dim. A
[mm]

Dim. B
[mm]

Part No.

full set

one-piece

Possible installation conditions for assembled mounting brackets: 
For the preassembled mode please add index A1... A4 e.g. 050.10.12PZA1

One-piece mounting bracket

Corrosion-resistant

Inner and outer attachment possible

Various installation options on the 

fixed end and/or the moving end

E2 micro Series 05 Mounting brackets

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

Polymer one-piece, one side pivoting | Universal for e-chains®

Recommended for unsupported applications
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05.10.028.0

050.10.12PZ

05.10.028.0

5.34

05

05.10.R.0 05.10.R1/R2.0 05.10.R.0.ESD 

Delivery time 
24h or today!*

Standard

Part No.

Standard

e-chains®

Delivery time 
10 work days

Delivery time 
5 work days

Reverse bending
radius for circular
movements

ATEX / ESD 
classified e-chains®

II 2 GD

Part No.

RBR

e-chains®

Part No.

ESD-Material

e-chains®

Order example for complete e-chain® (1,0 m), 
color black, with mounting brackets:

e-chain® (1,0 m) Please indicate e-chain® length or number of links: 1,0 m or 50 links

+ Mounting brackets 1 set

Order text: 1,0 m 05.10.028.0 + 050.10.12PZ

(2-5 work days at an 
express surcharge)

3D-CAD files, configurators, PDF www.igus.de/en/05

Black e-chains® from stock!
*Colored e-chains® delivered in 15 work days (Delivery in 5
work days at an express surcharge, available upon request!

Color Order index

black .0 from stock!

white* .1

violet* .5

yellow* .4

orange* .2

red* .6

blue* .8

Color Order index

green* .7

grey* .3 for e-chains®

dusty grey* .3 for e-tubes

agate grey* .11

light grey* .14

black grey* .13 

yellow/black* .9

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

Color options for e-chains® and e-tubesOrder key 

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

E2 micro Series 05 Options and order key

Order example | Order key and color options 
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05

Flexible control cables, safely guided by e-chains® and igus® wear rate-reducing plain bearings for a much longer service life

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

E2 micro Series 05 Application example

05)-D-EU-MIC -MIN -MED-®  26.07.2011  15:49 Uhr  Seite 5.35



5.36

10,506

15 mm

Series 06 with molded-in 

separator available.

More information page 5.38

3D-CAD files, configurators, PDF www.igus.de/en/06

E2 micro Series 06 Introduction

Low weight, high dynamic

When to use the Series 06 E2 micro:
If a small e-chain® with an inner height 
of 10,5 mm and small bending radii 
are required
For inner widths up to 64 mm 
For unsupported lengths up to 0,62 m 
and fill weights up to 0,48 kg/m
If extra torsional rigidity is required
If a one-piece, non snap-open 
e-chain® is required

When to use a different igus® Series:
If snap-open links are required
Series 07 zipper, page 4.14
Series B07 E2 micro, page 5.42
If quick insertion of cables with 
preassembled connectors is required
Series E06 easy chain®, page 3.20
If very quiet operation is required
Series 045 E2 micro, page 5.24

One-piece design, 
non snap-open

Dirt-repellent 
exterior

Very lightweight, 
low price

Mounting bracket
with strain 

relief option

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

Original size 1:1
Outer height 15 mm
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Unsupported length FLG / FLB [m]

Length of travel S [m]

Example

Fill weight = 0,25 [kg/m]

Unsupported length FLB = 0,52 m

Length of travel = 1,2 m

The required clearance height: HF = H + 10 mm (with 0,2 kg/m fill weight)

Unsupported e-chains® feature positive

camber over short travels. This must be

accounted for when specifying the

clearance height HF. Please consult igus®

if space is particularly restricted. More

information Design, page 1.8

Unsupported 
applications

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

E2 micro Series 06 Dimensions Unsupported

Pitch = 20 mm/link 
Links/m = 50 (1000 mm)
Chain length= S/2 + K

Speed, material, temperature and

flammability class page 5.10

Technical 
Data

FLG = with straight upper run
FLB = with permitted sag

S = Length of travel
R = Bending radius

H = Nominal clearance height
HF = Required clearance height

D = Overlength e-chain®, radius in final position
K = π • R + "safety"

05)-D-EU-MIC -MIN -MED-®  26.07.2011  15:49 Uhr  Seite 5.37



5.38

≈ 0,13

≈ 0,14

≈ 0,16

≈ 0,17

≈ 0,20

≈ 0,23

≈ 0,26

≈ 0,30

06.

06.

06.

06.

06.

06.

06.

06.

06

10

16

20

30

40

50

64

.R.0

.R.0

.R.0

.R.0

.R.0

.R.0

.R.0

.R.0

Ba
Bi

8,0
max. 10

,5

15

Ba
[mm]

Bi
[mm]

12,5

16,5

22,5

27,0

37,0

47,0

57,0

71,0

6

10

16

20

30

40

50

64

| 018 | 028 | 038 |

| 018 | 028 | 038 |

| 018 | 028 | 038 |

| 018 | 028 | 038 |

| 018 | 028 | 038 |

| 018 | 028 | 038 |

| 018 | 028 | 038 |

| 018 | 028 | 038 |

06. 10. 028. 0 

06

06. 16 .R.0.S1

Ba
[mm]

Bi
[mm]

2216 | 018 | 6,38,5

Ba
Bi

A B ≈ 0,18

Weight 
[kg/m]

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

Order key

R Bending radii
[mm]

non snap-open

06.10.028.0 = non snap-open e-chain®, Bi 10 mm inner width, R 028 mm radius, color black

More order examples and configuration options page 5.40

Standard e-chains® available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

E2 micro Series 06 Product Range Standard

Series 06 | One-piece, non snap-open e-chain®

3D-CAD files, configurators, PDF www.igus.de/en/06

Supplement Part No. with required radius (R). Example: 06.10.028.0

Weight 
[kg/m]

R Bending radii
[mm]

non snap-open Dim. B 
[mm]

Dim. A 
[mm]

Series 06 | Optional | With molded-in vertical separation

Supplement Part No. with required radius (R). Example: 06.16.028.0.S1
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5.39

A1 A3A2 A4

.06.

.10.

.16.

.20.

.30.

.40.

.50.

.64.

1

1

2

2

3

4

5

6

060.06.12PZ

060.10.12PZ

060.16.12PZ

060.20.12PZ

060.30.12PZ

060.40.12PZ

060.50.12PZ

060.64.12PZ

060.06.12

060.10.12

060.16.12

060.20.12

060.30.12

060.40.12

060.50.12

060.64.12

060.10.1 PZ A1

060.10.2 PZ A1

060.10.12 PZ A1

–

–

–

–

22

32

42

56

12,5

16,5

22,5

27,0

37,0

47,0

57,0

71,0

06

B

10 8 41084

A BA

3,2

5,8/90° 5,8/90°

3,2

17

060...1(PZ) 060...2(PZ)

Moving end 

Fixed end

Moving end Fixed end

060.06.12 - 060.20.12: center bores only

060.30.12 - 060.64.12: outer bores only

With integrated strain
relief tiewrap plates

A…must be indicated
on preassembled 
configurations

Full set = 12

Mounting brackets for
selected width index

Single-part order

Mounting bracket Moving end

(preass. + tiewrap plate)

Mounting bracket Fixed end

(preass. + tiewrap plate)

Width

Index

Number

of teeth

Dim. A
[mm]

Dim. B
[mm]

Part No.

full set with

tiewrap plates

Part No. full 

set without

tiewrap plates

Strain relief e.g. clamps, tiewrap plates, nuggets and plug-in clips are available 
from stock. The complete chainfix range with order options from page 10.1

Possible installation conditions for assembled mounting brackets: 
For the preassembled mode please add index A1... A4 e.g. 060.10.12PZA1

Part No. structure

One-piece mounting bracket

Available with or without 

strain relief tiewrap plates

Corrosion-resistant

Inner and outer attachment possible

Various installation options on the 

fixed end and/or the moving end

Quickfix - mounting bracket with dowel,

available upon request

Quicksnap - the complete, detachable

mounting unit. Part Nos. 060.10.QS,

060.16.QS, 060.20.QS, 060.40.QS

available from stock 

Additional Features

E2 micro Series 06 Mounting brackets

Polymer locking, one-piece | Universal for e-chains®

Recommended for unsupported applications
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06.10.028.0

060.10.12PZ

06.10.028.0

5.40

NC

06.10.R.0 06.05.R.0.ESD06.10.R.0.NC 06.10.R1/R2.0

06

(2-5 work days at an 
express surcharge)

Delivery time 
24h or today!*

Standard

Part No.

Standard

e-chains®

Part No.

ESD-Material

e-chains®

Delivery time 
5 work days

Delivery time
3-5 work days

Delivery time 
10 work days

ATEX / ESD 
classified e-chains®

II 2 GD

NC-Version -
(no camber)
without pretension

Reverse bending
radius for circular
movements

Part No.

NC-Material

e-chains®

Part No.

RBR

e-chains®

3D-CAD files, configurators, PDF www.igus.de/en/06

Black e-chains® from stock!
*Colored e-chains® delivered in 15 work days (Delivery in 5
work days at an express surcharge, available upon request!)

Color Order index

black .0 from stock!

white* .1

violet* .5

yellow* .4

orange* .2

red* .6

blue* .8

Color Order index

green* .7

grey* .3 for e-chains®

dusty grey* .3 for e-tubes

agate grey* .11

light grey* .14

black grey* .13 

yellow/black* .9

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

Color options for e-chains® and e-tubesOrder key 

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

Order example for complete e-chain® (1,0 m), 
color black, with mounting brackets:

e-chain® (1,0 m) Please indicate e-chain® length or number of links: 1,0 m or 50 links

+ Mounting brackets 1 set (with integrated strain relief) 

Order text: 1,0 m 06.10.028.0 + 060.10.12PZ

E2 micro Series 06 Options and order key

Order example | Order key and color options 
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06

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

My Sketches
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5.42

10,3B07

15 mm

Open B07 e-chains® in a flash with 
the e-chain® opener page 5.9

3D-CAD files, configurators, PDF www.igus.de/en/B07

E2 micro Series B07 Introduction

Snap-open along outer radius

When to use the Series B07 E2 micro:
If a small e-chain® with an inner height 
of 10,3 mm and smallest bending radii 
are required
For inner widths up to 40 mm 
For unsupported lengths up to 0,55 m 
and fill weights up to 0,4 kg/m
Small pitch, smooth running 
If a low-priced, snap-open 
e-chain® is required
If quick insertion of cables with 
preassembled connectors is required

When to use a different igus® Series:
If snap-open links are not necessary
Series 06 E2 micro, page 5.36
If a fully enclosed e-tube is required
Series R07 zipper-e-tube, page 4.20

Lightweight 
and stable

Small pitch for
smooth running

For high 
accelerations

Two-piece 
link design

Snap-open along outer
radius with film-hinge

Mounting bracket
with strain 

relief option

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

Original size 1:1
Outer height 15 mm

P
ho

to
 n

ot
 1

:1
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0.25

0
0.25 1.000 0.75

0.50

0.75

1.00

0.50 1.00 2.000 1.50

FLB
FLG

0.50

S/2

20

S

R+3

H
 -

 1
5

15

H

D

H
F 

=
 H

 +
 1

0

22

FLG

FLB

H

H
F

S (FLG)

S (FLB)

R 018 028 038

H 51 71 91

D 56 66 76

K 100 130 160

5.43

B07

Moving end

Fixed end

F
ill

 w
ei

g
ht

 [k
g

/m
]

Unsupported length FLG / FLB [m]

Length of travel S [m]

Example

Fill weight = 0,25 [kg/m]

Unsupported length FLB = 0,52 m

Length of travel = 1,04 m

The required clearance height: HF = H + 10 mm (with 0,2 kg/m fill weight)

Unsupported e-chains® feature positive

camber over short travels. This must be

accounted for when specifying the

clearance height HF. Please consult igus®

if space is particularly restricted. More

information Design, page 1.8

Unsupported 
applications

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

E2 micro Series B07 Dimensions Unsupported

Pitch = 20 mm/link 
Links/m = 50 (1000 mm)
Chain length= S/2 + K

Speed, material, temperature and

flammability class page 5.10

Technical 
Data

FLG = with straight upper run
FLB = with permitted sag

S = Length of travel
R = Bending radius

H = Nominal clearance height
HF = Required clearance height

D = Overlength e-chain®, radius in final position
K = π • R + "safety"
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5.44

≈ 0,16

≈ 0,17

≈ 0,20

≈ 0,23

B07.

B07.

B07.

B07.

16

20

30

40

.R.0

.R.0

.R.0

.R.0

Ba
Bi

8,0
max. 10

,3

15

Ba
[mm]

Bi
[mm]

22,5

27

37

47

16

20

30

40

| 018 | 028 | 038 |

| 018 | 028 | 038 |

| 018 | 028 | 038 |

| 018 | 028 | 038 |

B07. 40. 038. 0 

B07

Weight 
[kg/m]

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

Order key

R Bending radii
[mm]

Snap-open along

outer radius

B07.40.038.0 = e-chain® snap-open along outer radius, Bi 40 mm inner width, R 038 mm radius, color black

More order examples and configuration options page 5.46

Standard e-chains® available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

E2 micro Series B07 Product Range Standard

Series B07 | Two-piece link design, snap-open along outer radius

3D-CAD files, configurators, PDF www.igus.de/en/B07

Supplement Part No. with required radius (R). Example: B07.40.038.0

Part No. of e-chain® links as single parts page 5.11
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5.45

B07

A1 A3A2 A4

5,8/90° 5,8/90°

B

10 8 41084

3,2 3,2

A A B

17

90°

.16.

.20.

.30.

.40.

2

2

3

4

060.16. 12PZ

060.20. 12PZ

060.30. 12PZ

060.40. 12PZ

060.16. 12

060.20. 12

060.30. 12

060.40. 12

060.40.1 PZ A1

060.40.2PZ A1

060.40.12 PZ A1

060...1(PZ) 060...2(PZ) 

–

–

22

32

22,5

27,0

37,0

47,0

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

With integrated strain
relief tiewrap plates

A…must be indicated
on preassembled 
configurations

Full set = 12

Mounting brackets for
selected width index

Width

Index

Number

of teeth

Dim. A
[mm]

Dim. B
[mm]

Part No.

full set with

tiewrap plates

Part No. full 

set without

tiewrap plates

Strain relief e.g. clamps, tiewrap plates, nuggets and plug-in clips are available 
from stock. The complete chainfix range with order options from page 10.1

Possible installation conditions for assembled mounting brackets: 
For the preassembled mode please add index A1... A4 e.g. 060.40.12PZA1

Single-part order

Mounting bracket Moving end

(preass. + tiewrap plate)

Mounting bracket Fixed end

(preass. + tiewrap plate)

Part No. structure

One-piece mounting bracket

Available with or without 

strain relief tiewrap plates

Corrosion-resistant

Inner and outer attachment possible

Various installation options on the 

fixed end and/or the moving end

Quickfix - mounting bracket with dowel,

available upon request

Quicksnap - the complete, detachable

mounting unit. Part Nos. 060.10.QS,

060.16.QS, 060.20.QS, 060.40.QS

available from stock 

Additional Features

Polymer locking, one-piece | Universal for e-chains®

Recommended for unsupported applications

E2 micro Series B07 Mounting brackets

Moving end 

Fixed end

Moving end Fixed end

060.16.12 - 060.20.12: center bores only

060.30.12 - 060.40.12: bores (see figure above)
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B07.40.038.0

060.40.12PZ

B07.40.038.0

5.46

B07

NC

B07.40.R.0 B07.40.R.0.ESDB07.40.R.0.NC B07.40.R1/R2.0

Delivery time 
24h or today!*

Standard

Part No.

Standard

e-chains®

Part No.

ESD-Material

e-chains®

Delivery time 
5 work days

Delivery time
3-5 work days

Delivery time 
10 work days

ATEX / ESD 
classified e-chains®

II 2 GD

NC-Version -
(no camber)
without pretension

Reverse bending
radius for circular
movements

Part No.

NC-Material

e-chains®

Part No.

RBR

e-chains®

(2-5 work days at an 
express surcharge)

3D-CAD files, configurators, PDF www.igus.de/en/B07

Black e-chains® from stock!
*Colored e-chains® delivered in 15 work days (Delivery in 5
work days at an express surcharge, available upon request!)

Color Order index

black .0 from stock!

white* .1

violet* .5

yellow* .4

orange* .2

red* .6

blue* .8

Color Order index

green* .7

grey* .3 for e-chains®

dusty grey* .3 for e-tubes

agate grey* .11

light grey* .14

black grey* .13 

yellow/black* .9

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

Color options for e-chains® and e-tubesOrder key 

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

Order example for complete e-chain® (1,0 m), 
color black, with mounting brackets and interior separation:

e-chain® (1,0 m) Please indicate e-chain® length or number of links: 1,0 m or 50 links

+ Mounting brackets 1 set (+ tiewrap plates) 

Order text: 1,0 m B07.40.038.0 + 060.40.12PZ

E2 micro Series B07 Options and order key

Order example | Order key and color options 
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B07

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

E2 micro Series B07 Application example

Attractive and flexible E2 micro energy supply system at a height-adjustable high-end design speaker’s lectern
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5.48

10,9074

15 mm

Closed 
outside

Small pitch for
smooth running

Crossbar, snap-open along
inner radius with film-hinge 

One-piece 
link-design

Dirt-repellent 
exterior

Mounting bracket
with integrated

strain relief option

3D-CAD files, configurators, PDF www.igus.de/en/074

E2 micro Series 074 Introduction
NEW in this catalog 

Snap-open along inner radius

When to use the Series 074 E2 micro:
If a small e-chain® with an inner height 
of 10,9 mm and small bending radii 
are required
Inner width 10 mm 
For unsupported lengths up to 0,55 m 
and fill weights up to 0,4 kg/m
Small pitch for smooth running 
If snap-open mechanism 
with film-hinge is required
If quick insertion of cables with 
preassembled connectors is required

When to use a different igus® Series:
If snap-open links are not necessary
Series 06 E2 micro, page 5.36
If a fully enclosed e-tube is required
Series R07 zipper-e-tube, page 4.20

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

Original size 1:1
Outer height 15 mm

P
ho

to
 n

ot
 1

:1
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S (FLB)

R 018* 028 038*

H 51 71 91

D 56 66 76

K 100 130 160

5.49

074

Moving end

Fixed end

F
ill

 w
ei

g
ht

 [k
g

/m
]

Unsupported length FLG / FLB [m]

Length of travel S [m]

Example

Fill weight = 0,25 [kg/m]

Unsupported length FLB = 0,52 m

Length of travel = 1,04 m

The required clearance height: HF = H + 10 mm (with 0,2 kg/m fill weight)

Unsupported e-chains® feature positive

camber over short travels. This must be

accounted for when specifying the

clearance height HF. Please consult igus®

if space is particularly restricted. More

information Design, page 1.8

Unsupported 
applications

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

E2 micro Series 074 Dimensions Unsupported

Pitch = 20 mm/link 
Links/m = 50 (1000 mm)
Chain length= S/2 + K

Speed, material, temperature and

flammability class page 5.10

Technical 
Data

* Radii 018, 038 upon request. Delivery time approx. 6-8 weeks after order.

FLG = with straight upper run
FLB = with permitted sag

S = Length of travel
R = Bending radius

H = Nominal clearance height
HF = Required clearance height

D = Overlength e-chain®, radius in final position
K = π • R + "safety"
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5.50

≈ 0,15 

≈ 0,16

≈ 0,17

≈ 0,20

≈ 0,23

074.

074.

074.

074.

074.

10

16

20

30

40

.R.0

.R.0**

.R.0**

.R.0**

.R.0**

Ba
Bi

8,5
max. 10

,9

15

Ba
[mm]

Bi
[mm]

18,2

22,5

27

37

47

10

16

20

30

40

| 018 | 028* | 038* |

| 018 | 028* | 038* |

| 018 | 028* | 038* |

| 018 | 028* | 038* |

| 018 | 028* | 038* |

074. 10. 018. 0 

074

Weight 
[kg/m]

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

Order key

R Bending radii
[mm]

Snap-open along

inner radius 

074.10.018.0 = e-chain® snap-open along inner radius, Bi 10 mm inner width, R 018 mm radius, color black

More order examples and configuration options page 5.52

Standard e-chains® incl. accessories available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

E2 micro Series 074 Product Range Standard

Series 074 | One-piece, snap-open along inner radius with film-hinge

3D-CAD files, configurators, PDF, applications www.igus.de/en/074

Supplement Part No. with required radius (R). Example: 074.10.018.0

Part No. of e-chain® links as single parts page 5.11

**Width upon request. Delivery time approx. 6-8 weeks after order. * Radii 018, 038 upon request. Delivery time approx. 6-8 weeks after order.
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074

A1 A3A2 A4

5,8/90° 5,8/90°

B

10 8 41084

3,2 3,2

A A B

17

90°

.10.

.16.

.20.

.30.

.40.

1

2

2

3

4

060.10. 12PZ

060.16. 12PZ

060.20. 12PZ

060.30. 12PZ

060.40. 12PZ

060.10. 12

060.16. 12

060.20. 12

060.30. 12

060.40. 12

060.10.1 PZ A1

060.10.2PZ A1

060.10.12 PZ A1

060...1(PZ) 060...2(PZ) 

–

–

–

22

32

16,5

22,5

27,0

37,0

47,0

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

With integrated strain
relief tiewrap plates

A…must be indicated
on preassembled 
configurations

Full set = 12

Mounting brackets for
selected width index

Width

Index

Number

of teeth

Dim. A
[mm]

Dim. B
[mm]

Part No.

full set with

tiewrap plates

Part No. full 

set without

tiewrap plates

Strain relief e.g. clamps, tiewrap plates, nuggets and plug-in clips are available 
from stock. The complete chainfix range with order options from page 10.1

Possible installation conditions for assembled mounting brackets: 
For the preassembled mode please add index A1... A4 e.g. 060.10.12PZA1

Single-part order

Mounting bracket Moving end

(preass. + tiewrap plate)

Mounting bracket Fixed end

(preass. + tiewrap plate)

Part No. structure

One-piece mounting bracket

Available with or without 

strain relief tiewrap plates

Corrosion-resistant

Inner and outer attachment possible

Various installation options on the 

fixed end and/or the moving end

Quickfix - mounting bracket with dowel,

available upon request

Quicksnap - the complete, detachable

mounting unit. Part Nos. 060.10.QS,

060.16.QS, 060.20.QS, 060.40.QS

available from stock 

Additional Features

Polymer locking, one-piece | Universal for e-chains®

Recommended for unsupported applications

E2 micro Series 074 Mounting brackets

Moving end 

Fixed end

Moving end Fixed end

060.10.12 - 060.20.12: center bores only

060.30.12 - 060.40.12: bores (see figure above)
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074.10.018.0

060.10.12PZ

074.10.018.0

5.52

074

NC

074.10.R.0 074.10.R.0.ESD074.10.R.0.NC 074.10.R1/R2.0

Delivery time 
24h or today!*

Standard

Part No.

Standard

e-chains®

Part No.

ESD-Material

e-chains®

Delivery time 
5 work days

Delivery time
3-5 work days

Delivery time 
10 work days

ATEX / ESD 
classified e-chains®

II 2 GD

NC-Version -
(no camber)
without pretension

Reverse bending
radius for circular
movements

Part No.

NC-Material

e-chains®

Part No.

RBR

e-chains®

(2-5 work days at an 
express surcharge)

3D-CAD files, configurators, PDF, applications www.igus.de/en/074

Black e-chains® from stock!
*Colored e-chains® delivered in 15 work days (Delivery in 5
work days at an express surcharge, available upon request!)

Color Order index

black .0 from stock!

white* .1

violet* .5

yellow* .4

orange* .2

red* .6

blue* .8

Color Order index

green* .7

grey* .3 for e-chains®

dusty grey* .3 for e-tubes

agate grey* .11

light grey* .14

black grey* .13 

yellow/black* .9

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

Color options for e-chains® and e-tubesOrder key 

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

Order example for complete e-chain® (1,0 m), 
color black, with mounting brackets and interior separation:

e-chain® (1,0 m) Please indicate e-chain® length or number of links: 1,0 m or 50 links

+ Mounting brackets 1 set (+ tiewrap plates) 

Order text: 1,0 m 074.10.018.0 + 060.10.12PZ

E2 micro Series 074 Options and order key

Order example | Order key and color options
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3D-CAD files, configurators, PDF www.igus.de/en/094

E2 micro Series 094 Introduction
NEW in this catalog 

Snap-open along inner radius

When to use the Series 094 E2 micro:
If a small e-chain® with an inner height 
of 15 mm and small bending radii 
are required
Inner width 10 mm 
For unsupported lengths up to 1,0 m
and fill weights up to 0,7 kg/m
Small pitch for smooth running 
If snap-open mechanism 
with film-hinge is required
If quick insertion of cables with 
preassembled connectors is required

When to use a different igus® Series:
If snap-open links are not necessary
Series 08 E2 micro, page 5.60
If a fully enclosed e-tube is required
Series R09 zipper-e-tube, page 4.32

Closed 
outside

Small pitch for
smooth running

Crossbar, snap-open along
inner radius with film-hinge 

One-piece 
link-design

Dirt-repellent 
exterior

Mounting bracket
with integrated

strain relief option

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

Original size 1:1
Outer height 19,3 mm
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094

Moving end

Fixed end
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Unsupported length FLG / FLB [m]

Length of travel S [m]

Example

Fill weight = 0,7 [kg/m]

Unsupported length FLB = 0,63 m

Length of travel = 1,26 m

The required clearance height: HF = H + 15 mm (with 0,3 kg/m fill weight)

Unsupported e-chains® feature positive

camber over short travels. This must be

accounted for when specifying the

clearance height HF. Please consult igus®

if space is particularly restricted. More

information Design, page 1.8

Unsupported 
applications

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

E2 micro Series 094 Dimensions Unsupported

Pitch = 20 mm/link 
Links/m = 50 (1000 mm)
Chain length= S/2 + K

Speed, material, temperature and

flammability class page 5.10

Technical 
Data

* Radii 038, 048 upon request. Delivery time approx. 6-8 weeks after order.

FLG = with straight upper run
FLB = with permitted sag

S = Length of travel
R = Bending radius

H = Nominal clearance height
HF = Required clearance height

D = Overlength e-chain®, radius in final position
K = π • R + "safety"
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094.

094.

094.

094.

094.

10
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40

.R.0

.R.0**

.R.0**

.R.0**

.R.0**

Ba
Bi

13
max. 14

,3

19
,3

Ba
[mm]

Bi
[mm]

18,2

24,2

28,2

38,2

48,2

10

16

20

30

40

| 028 | 038* | 048* |

| 028 | 038* | 048* |

| 028 | 038* | 048* |

| 028 | 038* | 048* |

| 028 | 038* | 048* |

094. 10. 028. 0 

094

Weight 
[kg/m]

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

Order key

R Bending radii
[mm]

Snap-open along

inner radius 

094.10.028.0 = e-chain® snap-open along inner radius, Bi 40 mm inner width, R 028 mm radius, color black

More order examples and configuration options page 5.58

Standard e-chains® incl. accessories available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

E2 micro Series 094 Product Range Standard

Series 094 | One-piece, snap-open along inner radius with film-hinge

3D-CAD files, configurators, PDF, applications www.igus.de/en/094

Supplement Part No. with required radius (R). Example: 094.10.028.0

Part No. of e-chain® links as single parts page 5.11

**Width upon request. Delivery time approx. 6-8 weeks after order. * Radii 038, 048 upon request. Delivery time approx. 6-8 weeks after order.
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B

15 8 51585

A BA
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3,2 3,2

17

3°

2°

3°
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.16.

.20.

.30.

.40.

1

2

2

3

4

080.10. 12PZ

080.16. 12PZ

080.20. 12PZ

080.30. 12PZ

080.40. 12PZ

080.10. 12

080.16. 12

080.20. 12

080.30. 12

080.40. 12

080.10.1 PZ A1

080.10.2 PZ A1

080.10.12 PZ A1

080...1(PZ) 080...2(PZ) 

–

–

–

22

32

18,2

24,2

28,2

38,2

48,2

Moving end 

Fixed end

E2 micro Series 094 Mounting brackets

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

080.10.1 PZ A1

080.10.2 PZ A1

080.10.12 PZ A1

080...1(PZ) 080...2(PZ) 

Width

Index

Number

of teeth

Dim. A
[mm]

Dim. B
[mm]

Part No.

full set with

tiewrap plates

Part No. full 

set without

tiewrap plates

Possible installation conditions for assembled mounting brackets: 
For the preassembled mode please add index A1... A4 e.g. 080.40.12PZA1

Quickfix - mounting bracket with dowel,

available upon request

Quicksnap - the complete, detachable

mounting unit. Part Nos. 080.20.QS,

080.30.QS available from stock

Additional Features

Moving end Fixed end

With integrated strain
relief tiewrap plates

A…must be indicated
on preassembled 
configurations

Full set = 12

Mounting brackets for
selected width index

Strain relief e.g. clamps, tiewrap plates, nuggets and plug-in clips are available 
from stock. The complete chainfix range with order options from page 10.1

Single-part order

Mounting bracket Moving end

(preass. + tiewrap plate)

Mounting bracket Fixed end

(preass. + tiewrap plate)

Part No. structure

Polymer locking, one-piece | Universal for e-chains®

Recommended for unsupported applications

One-piece mounting bracket

Available with or without 

strain relief tiewrap plates

Corrosion-resistant

Inner and outer attachment possible

Various installation options on the 

fixed end and/or the moving end

080.10.12 - 080.20.12: center bores only

080.30.12 - 080.40.12: bores (see figure above)

05)-D-EU-MIC -MIN -MED-®  26.07.2011  15:49 Uhr  Seite 5.57



5.58

094.10.028.0

080.10.12PZ

094.10.028.0 

NC

094.10.R.0 094.10.R.0.ESD094.10.R.0.NC 094.10.R1/R2.0

094

Delivery time 
24h or today!*

Standard

Part No.

Standard

e-chains®

Part No.

ESD-Material

e-chains®

Delivery time 
5 work days

Delivery time
3-5 work days

Delivery time 
10 work days

ATEX / ESD 
classified e-chains®

II 2 GD

NC-Version -
(no camber)
without pretension

Reverse bending
radius for circular
movements

Part No.

NC-Material

e-chains®

Part No.

RBR

e-chains®

(2-5 work days at an 
express surcharge)

Black e-chains® from stock!
*Colored e-chains® delivered in 15 work days (Delivery in 5
work days at an express surcharge, available upon request!)

Color Order index

black .0 from stock!

white* .1

violet* .5

yellow* .4

orange* .2

red* .6

blue* .8

Color Order index

green* .7

grey* .3 for e-chains®

dusty grey* .3 for e-tubes

agate grey* .11

light grey* .14

black grey* .13 

yellow/black* .9

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

E2 micro Series 094 Options and order key

Color options for e-chains® and e-tubesOrder key 

Order example for complete e-chain® (1,0 m), 
color black, with mounting brackets and interior separation:

e-chain® (1,0 m) Please indicate e-chain® length or number of links: 1,0 m or 50 links

+ Mounting brackets 1 set (+ tiewrap plates) 

Order text: 1,0 m 094.10.028.0 + 080.10.12PZ

Order example | Order key and color options 

3D-CAD files, configurators, PDF, applications www.igus.de/en/094

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods
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3D-CAD files, configurators, PDF www.igus.de/en/08

E2 micro Series 08 Introduction

Small pitch, high stablitity

When to use the Series 08 E2 micro:
If a small e-chain® with an inner height 
of 15 mm and smallest bending radii 
are required
For inner widths up to 64 mm 
For unsupported lengths up to 1,0 m 
and fill weights up to 0,7 kg/m
Small pitch, smooth running 
If extra torsional rigidity is required
If a one-piece, non snap-open 
e-chain® is required
If an interior separation is required

When to use a different igus® Series:
If snap-open links are required
Series 09 zipper, page 4.26
Series B09 E2 micro, page 5.66
If quick insertion of cables with 
preassembled connectors is required
Series E08 easy chain®, page 3.28
If a fully enclosed e-tube is required
Series R09 zipper-e-tube, page 4.32

Light and 
cost-effective

Small pitch for
smooth running

One-piece design, 
non snap-open

High torsional
rigidity

Dirt-repellent 
exterior

Mounting bracket
with strain 

relief option

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

Original size 1:1
Outer height 19,3 mm
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Unsupported length FLG / FLB [m]

Length of travel S [m]

Example

Fill weight = 0,7 [kg/m]

Unsupported length FLB = 0,63 m

Length of travel = 1,26 m

The required clearance height: HF = H + 15 mm (with 0,3 kg/m fill weight)

Unsupported e-chains® feature positive

camber over short travels. This must be

accounted for when specifying the

clearance height HF. Please consult igus®

if space is particularly restricted. More

information Design, page 1.8

Unsupported 
applications

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

E2 micro Series 08 Dimensions Unsupported

Pitch = 20 mm/link 
Links/m = 50 (1000 mm)
Chain length= S/2 + K

Speed, material, temperature and

flammability class page 5.10

Technical 
Data

*Radius 025 only for Part.No. 08.10. and 08.20.

FLG = with straight upper run
FLB = with permitted sag

S = Length of travel
R = Bending radius

H = Nominal clearance height
HF = Required clearance height

D = Overlength e-chain®, radius in final position
K = π • R + "safety"
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| 025 | 028 | 038 | 048 |

| 025* | 028 | 038 | 048* |

| 025* | 028 | 038 | 048 |

| 025 | 028 | 038 | 048 |

| 025* | 028 | 038 | 048 |

| 025* | 028 | 038 | 048 |

| 025* | 028 | 038 | 048 |

08. 50. 038. 0 

08

Weight 
[kg/m]

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

Order key

R Bending radii
[mm]

non snap-open

08.50.038.0 = non snap-open e-chain®, Bi 50 mm inner width, R 038 mm radius, color black

More order examples and configuration options page 5.65

Standard e-chains® available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

E2 micro Series 08 Product Range Standard

Series 08 | One-piece, non snap-open e-chain®

3D-CAD files, configurators, PDF www.igus.de/en/08

Supplement Part No. with required radius (R). Example: 08.50.038.0

*Radius upon request. Delivery time approx. 1-2 weeks after order.
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B09.2

B09.2.1

X
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110.X

111.X

010 110.10 111.10

013 110.13 111.13

016 110.16 111.16

020 110.20 111.20

030 110.30 111.30

040 110.40 111.40

050 110.50 111.50

08

Full-width shelves

Separators, full-width shelves - In the standard configuration separators are assembled every 2nd e-chain® link! 

Note: When utilizing these one-piece links, please assemble the interior separation before mounting the e-chain!

Slotted separator B09.2
is used when vertical and horizontal separation is required. Due

to its slot, it allows basic vertical/horizontal shelving arrangements.

Full-width shelf 110.X
this option makes sense in applications with many thin

cables with similar diameters. For a consequent subdivision.

Slotted separator

for e-chains® 

unassembled

assembled

Width X [mm] unassembled assembled Width X [mm] unassembled assembled Width X [mm] unassembled assembled

Full-width shelf

e-chains®/e-tubes

unassembled

assembled

E2 micro Series 08 Interior separation

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu
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080.40. 12

080.50. 12 

080.50.1 PZ A1

080.50.2PZ A1

080.50.12 PZ A1

080...1(PZ) 080...2(PZ) 

–

–

–

–

22

32

42

18,2

21,2

24,2

28,2

38,2

48,2

58,2

*upon request. Delivery time approx. 6-8 weeks after order.

3D-CAD files, configurators, PDF www.igus.de/en/08

With integrated strain
relief tiewrap plates

A…must be indicated
on preassembled 
configurations

Full set = 12

Mounting brackets for
selected width index

Strain relief e.g. clamps, tiewrap plates, nuggets and plug-in clips are available 
from stock. The complete chainfix range with order options from page 10.1

Possible installation conditions for assembled mounting brackets: 
For the preassembled mode please add index A1... A4 e.g. 080.50.12PZA1

Single-part order

Mounting bracket Moving end

(preass. + tiewrap plate)

Mounting bracket Fixed end

(preass. + tiewrap plate)

Order example

Width

Index

Number

of teeth

Dim. A
[mm]

Dim. B
[mm]

Part No.

full set with

tiewrap plates

Part No. full 

set without

tiewrap plates

Polymer locking, one-piece | Universal for e-chains®

Recommended for unsupported applications

One-piece mounting bracket

Available with or without 

strain relief tiewrap plates

Corrosion-resistant

Inner and outer attachment possible

Various installation options on the 

fixed end and/or the moving end

Moving end 

Fixed end

Moving end Fixed end

080.06.12 - 080.20.12: center bores only

080.30.12 - 080.50.12: all bores

E2 micro Series 08 Mounting brackets

Quickfix - mounting bracket with dowel,

available upon request

Quicksnap - the complete, detachable

mounting unit. Part Nos. 080.20.QS,

080.30.QS available from stock 

Additional Features
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08.50.038.0

080.50.12PZ

2 x B09.2.1

08.50.038.0

NC

08.50.R.0 08.50.R.0.ESD08.50.R.0.NC 08.50.R1/R2.0

08

Black e-chains® from stock!
*Colored e-chains® delivered in 15 work days (Delivery in 5
work days at an express surcharge, available upon request!)

Color Order index

black .0 from stock!

white* .1

violet* .5

yellow* .4

orange* .2

red* .6

blue* .8

Color Order index

green* .7

grey* .3 for e-chains®

dusty grey* .3 for e-tubes

agate grey* .11

light grey* .14

black grey* .13 

yellow/black* .9

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

Color options for e-chains® and e-tubesOrder key 

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

Order example for complete e-chain® (1,0 m), 
color black, with mounting brackets and interior separation:

e-chain® (1,0 m) Please indicate e-chain® length or number of links: 1,0 m or 50 links

+ Mounting brackets 1 set (+ tiewrap plates) 

+ Interior separation with 2 separators assembled every 2nd link

Order text: 1,0 m 08.50.038.0 + 080.50.12PZ + 2 x B09.2.1

Delivery time 
24h or today!*

Delivery time 
5 work days

Delivery time
3-5 work days

Delivery time 
10 work days
(2-5 work days at an 
express surcharge)

Standard

Part No.

Standard

e-chains®

Part No.

ESD-Material

e-chains®

ATEX / ESD 
classified e-chains®

II 2 GD

NC-Version -
(no camber)
without pretension

Reverse bending
radius for circular
movements

Part No.

NC-Material

e-chains®

Part No.

RBR

e-chains®

Order example | Order key and color options 

E2 micro Series 08 Options and order key
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Open B09 e-chains® in a flash with 
the e-chain® opener page 5.9
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3D-CAD files, configurators, PDF www.igus.de/en/B09

E2 micro Series B09 Introduction

Snap-open along outer radius

When to use the Series B09 E2 micro:
If a small e-chain® with an inner height 
of 14,3 mm and small bending radii 
are required
For inner widths up to 40 mm 
For unsupported lengths up to 1,0 m 
and fill weights up to 0,7 kg/m
Small pitch, smooth running 
If a low-priced, snap-open 
e-chain® is required
If quick insertion of cables with 
preassembled connectors is required
If an interior separation is required

When to use a different igus® Series:
If snap-open links are not necessary
Series 08 E2 micro, page 3.60
If a fully enclosed e-tube is required
Series R09 zipper-e-tube, page 4.32

Lightweight 
and stable

Small pitch for
smooth running

Snap-open along outer
radius with film-hinge

Two-piece 
link design

High torsional
rigidity

For high
accelerations

Mounting bracket
with strain 

relief option

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

Original size 1:1
Outer height 19,3 mm
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Unsupported length FLG / FLB [m]

Length of travel S [m]

Example

Fill weight = 0,7 [kg/m]

Unsupported length FLB = 0,63 m

Length of travel = 1,26 m

The required clearance height: HF = H + 15 mm (with 0,3 kg/m fill weight)

Unsupported e-chains® feature positive

camber over short travels. This must be

accounted for when specifying the

clearance height HF. Please consult igus®

if space is particularly restricted. More

information Design, page 1.8

Unsupported 
applications

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

E2 micro Series B09 Dimensions Unsupported

Pitch = 20 mm/link 
Links/m = 50 (1000 mm)
Chain length= S/2 + K

Speed, material, temperature and

flammability class page 5.10

Technical 
Data

FLG = with straight upper run
FLB = with permitted sag

S = Length of travel
R = Bending radius

H = Nominal clearance height
HF = Required clearance height

D = Overlength e-chain®, radius in final position
K = π • R + "safety"
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≈ 0,24

≈ 0,25

≈ 0,28

≈ 0,31

B09.

B09.

B09.

B09.

16

20

30

40

.R.0

.R.0

.R.0

.R.0

Ba
Bi

12,5
max. 14

,3

19
,3

Ba
[mm]

Bi
[mm]

24,2

28,2

38,2

48,2

16

20

30

40

| 028 | 038 | 048 |

| 028 | 038 | 048 |

| 028 | 038 | 048 |

| 028 | 038 | 048 |

B09. 40. 038. 0 

B09

Weight 
[kg/m]

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

Order key

R Bending radii
[mm]

Snap-open along

outer radius

B09.40.038.0 = e-chain® snap-open along outer radius, Bi 40 mm inner width, R 038 mm radius, color black

More order examples and configuration options page 5.71

Standard e-chains® available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

E2 micro Series B09 Product Range Standard

Series B09 | Two-piece link design, snap-open along outer radius

3D-CAD files, configurators, PDF www.igus.de/en/B09

Supplement Part No. with required radius (R). Example: B09.40.038.0

Part No. of e-chain® links as single parts page 5.11
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B09.2.1 111.X

2,
0

6,
5

155,
8

1,4

7

B09.2

B09.2.1

X

2

110.X

111.X

010 110.10 111.10

013 110.13 111.13

016 110.16 111.16

020 110.20 111.20

030 110.30 111.30

040 110.40 111.40

050 110.50 111.50

B09

Full-width shelves

Separators, full-width shelves - In the standard configuration separators are assembled every 2nd e-chain® link! 

Slotted separator B09.2
is used when vertical and horizontal separation is required. Due

to its slot, it allows basic vertical/horizontal shelving arrangements.

Full-width shelf 110.X
this option makes sense in applications with many thin

cables with similar diameters. For a consequent subdivision.

Slotted separator

for e-chains® 

unassembled

assembled

Width X [mm] unassembled assembled Width X [mm] unassembled assembled Width X [mm] unassembled assembled

Full-width shelf

e-chains®/e-tubes

unassembled

assembled

E2 micro Series B09 Interior separation

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu
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A1 A3A2 A4

B

15 8 51585

A BA

5,8/90° 5,8/90°

3,2 3,2

17

3°

2°

3°

.16.

.20.

.30.

.40.

2

2

3

4

080.16. 12PZ

080.20. 12PZ

080.30. 12PZ

080.40. 12PZ

080.16. 12

080.20. 12

080.30. 12

080.40. 12

080.40.1 PZ A1

080.40.2 PZ A1

080.40.12 PZ A1

080...1(PZ) 080...2(PZ) 

–

–

22

32

24,2

28,2

38,2

48,2

B09

Width

Index

Number

of teeth

Dim. A
[mm]

Dim. B
[mm]

Part No.

full set with

tiewrap plates

Part No. full 

set without

tiewrap plates

Possible installation conditions for assembled mounting brackets: 
For the preassembled mode please add index A1... A4 e.g. 080.40.12PZA1

Quickfix - mounting bracket with dowel,

available upon request

Quicksnap - the complete, detachable

mounting unit. Part Nos. 080.20.QS,

080.30.QS available from stock 

Additional Features

Moving end 

Fixed end

Moving end Fixed end

080.16.12 - 080.20.12: center bores only

080.30.12 - 080.40.12: bores (see figure above)

E2 micro Series B09 Mounting brackets

3D-CAD files, configurators, PDF www.igus.de/en/B09

With integrated strain
relief tiewrap plates

A…must be indicated
on preassembled 
configurations

Full set = 12

Mounting brackets for
selected width index

Strain relief e.g. clamps, tiewrap plates, nuggets and plug-in clips are available 
from stock. The complete chainfix range with order options from page 10.1

Single-part order

Mounting bracket Moving end

(preass. + tiewrap plate)

Mounting bracket Fixed end

(preass. + tiewrap plate)

Part No. structure

Polymer locking, one-piece | Universal for e-chains®

Recommended for unsupported applications

One-piece mounting bracket

Available with or without 

strain relief tiewrap plates

Corrosion-resistant

Inner and outer attachment possible

Various installation options on the 

fixed end and/or the moving end
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B09.40.038.0

080.40.12PZ

2 x B09.2.1

B09.40.038.0 

NC

B09.40.R.0 B09.40.R.0.ESDB09.40.R.0.NC B09.40.R1/R2.0

B09

Delivery time 
24h or today!*

Standard

Part No.

Standard

e-chains®

Part No.

ESD-Material

e-chains®

Delivery time 
5 work days

Delivery time
3-5 work days

Delivery time 
10 work days

ATEX / ESD 
classified e-chains®

II 2 GD

NC-Version -
(no camber)
without pretension

Reverse bending
radius for circular
movements

Part No.

NC-Material

e-chains®

Part No.

RBR

e-chains®

(2-5 work days at an 
express surcharge)

Black e-chains® from stock!
*Colored e-chains® delivered in 15 work days (Delivery in 5
work days at an express surcharge, available upon request!)

Color Order index

black .0 from stock!

white* .1

violet* .5

yellow* .4

orange* .2

red* .6

blue* .8

Color Order index

green* .7

grey* .3 for e-chains®

dusty grey* .3 for e-tubes

agate grey* .11

light grey* .14

black grey* .13 

yellow/black* .9

Standard color black

Bending radius R

Width index (depends on Bi)

Series / Type

E2 micro Series B09 Options and order key

Color options for e-chains® and e-tubesOrder key 

Order example for complete e-chain® (1,0 m), 
color black, with mounting brackets and interior separation:

e-chain® (1,0 m) Please indicate e-chain® length or number of links: 1,0 m or 50 links

+ Mounting brackets 1 set (+ tiewrap plates) 

+ Interior separation with 2 separators assembled every 2nd link

Order text: 1,0 m B09.40.038.0 + 080.40.12PZ + 2 x B09.2.1

Order example | Order key and color options 

igus® GmbH 51147 Cologne | Phone +49- (0) 22 03-96 49-800 Fax -222 | info@igus.de | www.igus.eu

Available from stock. Delivery in 24h or today!* 
*Delivery time means time until shipping of goods

05)-D-EU-MIC -MIN -MED-®  26.07.2011  15:50 Uhr  Seite 5.71


