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Removable lids along
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Supplement Part No. with required radius (R). Example: RX40.080.080.0

The required clearance height: H
F

= H + 50 mm (with 0,5 kg/m fill weight)
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RX e-tubes RX40 Delivery program
Extremely chip repellent, medium size

Series RX40 | Removable lids along outer radius

Dimensions 

3D-CAD files, configurators, PDF www.igus.eu/RX40

Inner height 52 mm

Pitch 40 mm/link 

Links/m 25 (1000 mm)

Chain length S/
2 
+ K
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RX e-tubes RX40 Accessories
Mounting brackets, flange | Polymer locking, two-piece

Frontal view 

of flange

Moving end Fixed end

With integrated strain
relief tiewrap plates

Part No. structure

Full set

Width Index

Mounting bracket for
selected width index

A…must be indicated on 
preassembled configurations

Strain relief e.g. clamps, tiewrap plates, nuggets and plug-in clips are available 

from stock. The complete chainfix range with order options from page 656

Flange mounting brackets, locking

Flange mounting brackets for flush mounting 

possibilities. Easy fixation. Optional M5 insert nuts. 

For the preassembled mode please add index A.

Lateral view of igus®

RX40 e-tube with flan-

ge mounting brackets

and optional strain reli-

ef (upon request)

Width

Index

Number

of teeth

Part No. full set

with tiewrap plates 

Part No. full set 

without tiewrap plates 

Two-piece mounting bracket 

with flange attachment
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RX40 RX e-tubes RX40 Accessories
Interior separation

Slotted separator

(central positioning)

unassembled

assembled 

Vertical separation - slotted separators:

RX40.1 (central positioning)

RX40.2 (lateral positioning) 

Vertical separation of the large filling space by cable-fri-

endly, polymer separators. Due to their slots, basic ver-

tical/horizontal shelving arrangements are possible. In

the standard configuration separators are assembled

every 2nd e-chain® link! 

Horizontal separation

Full-width shelf locks safely into separators on both ends,

fixed width possible. Separators can be moved freely

over the shelf in horizontal direction. Can be used at one

height.

Slotted separator

(lateral positioning)

unassembled

assembled 

Full-width shelf,

lockable 

unassembled

assembled 

3D-CAD files, configurators, PDF www.igus.eu/RX40

RX40.2 lateral
positioning

RX40.2 lateral
positioning

RX40.1 central
positioning

Lockable full-width shelves

Width X [mm] unassembled assembled Width X [mm] unassembled assembled
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RX e-tubes RX40 Further Accessories

Optional: Support tray tool kit.

For support of the lower run. 
Open trough design for safe guidance of the RX e-tube 

Chips can fall through In 2 lengths available 

More information www.igus.eu/RX40

Polymer strain relief block.

For RX e-tubes flange mounting brackets.
Tight strain relief block according to your specifications Fast assembly 

by standard screw connection Can be mounted in the mounting bracket

More information www.igus.eu/RX40

igus® GmbH Germany | Phone +49 2203 9649-800 Fax -222 | info@igus.de | www.igus.eu

Hot Chips up to 850°C
RX e-tubes that repel hot chips, up to 850ºC. Some applications, depen-

ding on amount and size of the chips, can burn or melt the surface. That

is no longer the case with the igus® "igumid HT" material. Order example:

Part No. RX40.100.100.0.HT Delivery time upon request. 

More information www.igus.eu/HT

Chip tests at the igus® test-lab prove the excellent tightness of RX e-tube. Video online www.igus.eu/RX_tested 




